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Complete Measuring Guide
How To Order Your Custom Drive Shaft
As Easy As 1-2-3

Select The Type Of Drive Shaft.

*Modified vehicles may require a different type than original.
e A Double Cardon (CV) )
Typ May have flange or yoke attachment at either end.

Ty e B Standard Slip - 2 Joint
p May have flange or yoke attachment at either end.

Type C Reverse §lip - 2 Joint
May have flange attachment at differential end.

Select The Tube Diameter.

*Modified vehicles may require a different tube than original.

You must consider the length of the drive shaft, expected speed in RPM (revolutions
per minute) and obstructions that may limit tube diameter.

Most Stock Applications: Tube Drive Shaft
The original equipment diameter will be sufficient. Diameter Maximum Length

1,250 —rmermrmeeremreee 35"
Non-Stock Applications: 2.000" 45"
Here are our general guidslines for the minimun tube diameter based 2 50("—-—rwrwrwcecereer 50"
on drive shaft length, center of joint to center of joint installed atan 5 7sgm._ o5
expected maximum operating speed of 3,000 RPM (revolutions per e R
minute) o less. L arger tubes will allow for higher speed and in most ~ 9-000"-wmemcmononenes 60"
cases greater strength, but may create clearance problems. 3.500" - -70
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